
Existing windows to be restored and retained into existing

opes, for more refer to drawing 0491/0492 and AHIA Report

Chimney to be demolished

Existing roof to be re-slated; reuse existing slate where

possible; splice repairs and/or doubling of roof structures to be

carried out in line with structural report
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18.40m

14.54m

12.32m

10.79m

Existing wall demolished to 2m to form boundary for 

private open space FFL 3.200m 

Unit 3D-R  3B5P

Existing chimneys; to be made good, repointing and

replacement of flue and flashing intoroof slates where

necessary, All chimneys to be fitted with chinese hat cowls,

complete with anti-bird mesh.

New single leaf external door in new ope
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Existing Walls consist of stone rubble construction and Lime

Harling render to be removed and replace with like or made

good where possible

Existing roof to be re-slated; reuse existing slate where

possible; splice repairs and/or doubling of roof structures to be

carried out in line with structural report

Existing chimneys; to be made good, repointing and

replacement of flue and flashing intoroof slates where

necessary, All chimneys to be fitted with chinese hat cowls,

complete with anti-bird mesh.

New cast iron rain water goods 

Existing windows to be restored and reinstated into existing

opes, for more refer to drawing 0491/0492 and AHIA Report

Existing barge boards to be retained, refurbished and replaced where possible

14.54m

18.19m
18.40m

09.540m

FFL 3.200m 

Unit 2C-R  2B4P
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2m garden concrete post and panel boundry wall, 

refer to Site Boundry Treatment Plan, drawing 

no. SHB3-FIN-AR-COA-DR-0408

Existing double-leaf entrance door to be retained and repaired

Removals and demolitions and Blocked 
Opes

Existing Walls

New masonary to block up opes, form new 
walls

New Plasterboard Stud Partition Walls

1. Roof: Existing roof to be re-slated; reuse 
existing slate where possible; splice repairs 
and/or doubling of roof structures to be carried 

out in line with structural report

2. Walls: Existing walls on main house and 
outbuilding to have lime harling render finish.  

Existing render finishes are to be removed to 
facilitate a homogeneous render finish to the 
refurbished buildings   

3. Windows: Windows:  All surviving timber 

sash windows (in main house and outbuilding) 
are to be retained and repaired.  Replacement 
windows in the main house are to be timber 
replica sashes with slim double-glazed panes.  
New windows in the outbuilding are to be 

contemporary powder-coated aluminium 
frame double-glazed units.

4. Rainwater Goods: Surviving cast iron 

rainwater goods to be salvaged and reused, 
where intact. All new rainwater goods to be 
cast iron to match existing

5.Curtilage Walls: Refer to Site Boundry 

Treatment Plan, drawing no. SHB3-FIN-AR-
COA-DR-0408

Refer To Site Plan for 

-Finished floor levels to survey datum 

-Orientation  
-Private open space for each unit 

Proposed Replication of Existing Cornices 

Existing Walls consist of stone rubble construction and Lime

Harling render to be removed and replace with like or made

good where possible

Existing windows to be restored and replaced into existing

opes, for more refer to drawing 0491/0492 and AHIA Report

Existing windows to be restored and replaced into existing

opes, for more refer to drawing 0491/0492 and AHIA Report

Chimney to be demolished

Existing roof to be re-slated; reuse existing slate where

possible; splice repairs and/or doubling of roof structures to be

carried out in line with structural report

2m garden concrete post and panel boundry wall, refer to Site

Boundry Treatment Plan, drawing no.

SHB3-FIN-AR-COA-DR-0408
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Existing roof to be re-slated; reuse existing slate where

possible; splice repairs and/or doubling of roof structures to be

carried out in line with structural report

New single leaf external door in new ope

New single leaf external door in new ope

Existing chimneys; to be made good, repointing and

replacement of flue and flashing intoroof slates where

necessary, All chimneys to be fitted with chinese hat cowls,

complete with anti-bird mesh.

New window in new ope 

New cast iron rain water goods 

14.95m

18.19m

14.54m

18.40m

09.540m

08.540m

08.040m

FFL 3.200m 

FFL 3.200m 

New single leaf external door in new ope

FFL 2.700m 

Unit 2C-R  2B4PUnit 3C-R  3B6PUnit 2D-R  2B3PUnit 3D-R  3B5PUnit 2E-R  2B3P

20
00

2m garden concrete post and panel boundry wall, 

refer to Site Boundry Treatment Plan, drawing 

no. SHB3-FIN-AR-COA-DR-0408

Intact leaded glass in 

upper panes - to be 

retained and restored

Existing wall demolished to 2m to 

form boundary for private open 

space 

Level manipulated to maximise private 

open space to rear 

New dormer roof with standing seam metal 

cladding to roof and cheeks.

New dormer roof with standing seam metal 

cladding to roof and cheeks.

Notes:

Do not scale from this drawing. 
Use figured dimensions only.
All errors and omissions to be reported to the Architect.
This drawing to be read in conjunction with relevant consultant's drawings.
All dimensions are in millimetres and all levels ar in meters to match Datums 
unless otherwise noted.

Contractor Design Responsibility
It is noted that there are many elements within the works that require 
contractor design, and will be subject to certification as part of BCAR –
see Preliminary Inspection Plan for clarity on certification required.
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